


TRACTORS 4530 5530 6030 LOADERS ML245 ML266

Sub-frame mounted backhoes also available.

Engine NE342 NE452R NE457R

Type Four stroke, direct injection, Four stroke, direct injection, Four stroke, direct injection,
water-cooled, diesel water-cooled, diesel water-cooled, diesel

Cylinders 3 4 4
Engine HP (kW) @ rpm 42.5 (31.7) @ 2100 54 (40.3) @ 2100 59 (44) @ 2100
Compression Ratio 19.4:1 19.4:1 19.4:1
Displacement cubic inch3 (cc) 146 (2392) 186 (3055) 195 (3193)
Cylinder Sleeve Wet Replacement Wet Replacement Wet Replacement

Electrical
Battery Capacity 12 volt, 96 amp hours 12 volt, 96 amp hours 12 volt, 96 amp hours
Alternator 12 volt, 36 amps 12 volt, 36 amps 12 volt, 36 amps

Clutch
Type Dual dry with cerametallic lining Dual dry with cerametallic lining Dual dry with cerametallic lining

Transmission
Type Forward-Reverse Synchro-Shuttle with full synchromesh Forward-Reverse Synchro-Shuttle with full synchromesh Forward-Reverse Synchro-Shuttle with full synchromesh 
Number of Gears 8 forward, 8 reverse 8 forward, 8 reverse 8 forward, 8 reverse

Steering
Type Hydrostatic power Hydrostatic power Hydrostatic power 
Pump Output (gallons per minute) 4.8 4.8 4.8

Brakes
Type Fully enclosed dry disc Wet disc Wet disc

Hydraulic System
Type Open center, full-live hydraulic with position and draft controls Open center, full-live hydraulic with position and draft controls Open center, full-live hydraulic with position and draft controls
Pump Output (gallons per minute) 11 11 11

3-Point Linkage Category 1 & 2, with telescopic check chains Category 1 & 2, with telescopic check chains Category 1 & 2, with telescopic check chains
Lift Capacity (lbs.) at pin 3968 3968 3968

Rear Auxiliary Remote Valves 1 or 2 spool optional 1 or 2 spool optional 1 or 2 spool optional

PTO
Type Independent Independent Independent
PTO RPM (engine rpm) 540 @ 2100 540 540 
PTO HP (kW) 34 (25.3) 44 (32.8) 50 (37.3)

Operating Weight
Total (lbs.) 5720 6193 6193

Dimensions with Ag Tires
Overall Length Inches (mm) 134 (3400) 150 (3810) 150 (3810)
Overall Width Inches (mm) 73 (1854) 77.4 (1965) 77.4 (1965)
Turning Radius Min. Ft. (mts) 11.6 (3.5) 11.5 (3.5) 11.8 (3.6)

Tires Sizes and Options 

Ag (Front / Rear) 9.5x20 / 13.6x28 9.5x24 / 14.9x28 11.2x24 / 16.9x28
Industrial (Front / Rear) 10.5/80x18 / 16.9x24 12.5/80x18 / 16.9x24 12.5/80x18 / 19.5Lx24

Options
Front Jerry Can Weights ✔ ✔ ✔
and Mounting Bracket
Rear Wheel Weights ✔ ✔ ✔

Grille Guard
Protect your nose from those
annoying dents and dings
that often occur during the
course of a hard day’s work.

Quick Attach Adapter
This well-designed feature
makes swapping out 
implements a snap, so 
you can spend less time
assembling and more time
getting your work done.

Loader
Whether moving earth,
scraping a surface or
smoothing a gravel road,
Mahindra’s loader is a
rugged and extremely 
versatile tool.

Pallet Fork
This solid metal implement is a
convenient tool to have on hand.
Combined with Mahindra’s
outstanding lift capacity, the
pallet fork will help you move
all kinds of loads.

Tractor Model 4530 5530/6030/6530

Maximum Lift Height 120" 128"
Clearance with Attachment Dumped 97" 104"
Reach at Maximum Height 22" 29.5"
Maximum Dump Angle 40° 40°
Attachment Rollback Angle 23° 22°
Digging Depth Below Grade 5" 6"
Lift Capacity to Full Height @ Pivot Pins 2950 lbs. 3150 lbs.
Breakout Force @ Pivot Pins 4950 lbs. 5050 lbs.
Rated Flow (Tractor System) 11 gpm 11 gpm
Attachment Width used for specification 72" 78"
Attachment Rated Capacity used for specification 19.7 cu. ft. 21.4 cu. ft.
Cycle Times @ rpm 2250 rpm 2300 rpm
Raise Boom (seconds) 6.5 6.7
Lower Boom (seconds) 5.6 4.7
Dump Attachment (seconds) 3.8 5.9
Retract Attachment (seconds) 3.9 3.5

Optional Attachments
Grille Guard (with or without loader) ✔ ✔

Quick Attach Adapter – Pin-On ✔ ✔

Bale Spear ✔ ✔

Pallet Fork ✔ ✔

Skid Steer Attachments
Bucket ✔ ✔

Quick Attach Adapter ✔ ✔

Bale Spear ✔ ✔

Pallet Fork ✔ ✔


